CONTRACT NO. 60828

EAP| secion county | RAL [SHEET
90/94  1999-161-1 COo0K I
STA. T0 STA.
FED. ROAD DIST. N0, [ILLINOIS|FED. AID PROJECT

DEPTH  DESCRIPTION ELEVATION EPTH DESCRIPTION D-91-411-99

|- GROUND SURFACE (1961)

/—EL. 2.6
EXISTING GROUND SURFACE (2004)

N *h

STIFF GREY SILTY CLAY WITH SAND

51 SMALL PEBBLES & SAND POCKETS.
VERY SOFT GREY SIL

RED CLAY SPOTS.

VERY SOFT GREY SILTY, SANDY CLAY WITH
PEBBLES & COARSE SAND POCKETS.

OCCASSIONAL PEBBLES & A FEW RED CLAY

311 TOUGH GREY SILTY CLAY, CLAYEY SILT,
. SHALE INCLUSIONS, SND' GRAINS & PEBBLES.

GREY TO BROWN SILT, CLAYEY SILT, SOME
SILTY CLAY, WITH SAND GRAINS, SAND
POCKETS, PEBBLES & CLAY

ns

— END OF BORING

OEPTH  DESCRIPTION

|~ GROUND SURFACE (1961)

/*ﬂ. .6
EXISTING GROUND SURFACE (2004}

VERY SOFT TO SOFT GREY SILTY CLAY WITH
SAND GRAINS & OCCASSIONAL PEBBLES

na
GREY GRITTY CLAY WITH SOME CLAYEY SILT,
SAND POCKETS & RED CLAY SPOTS-STIFF,

SOFT GREY SILTY CLAY WITH SAND GRAINS
& OCCASSIONAL SMALL PEBBLES.

»9

% TOUGH GREY SILTY CLAY WITH SAND GRAINS & SHALE
15 INCLUSIONS.

TY CLAY WITH SAND GRAINS,
OCCASIONAL SMALL PEBBLES, SAND POCKETS &

SOFT GREY SILTY CLAY WITH SAND GRAINS,
VERY GRE] RS,

“’ po SR P
=)

=0

su STIFF GREY SILTY CLAY WITH SAND GRAINS PEBBLES &
SHALE INCLUSIONS

T8

mZe

UNCONFINED_COMPRESSIVE STRENGTH
TONS PER S0, FT.

SOIL BORING NO. AB-9

amn

Y

STIFF GREY SILTY CLAY WITH SAND GRAINS
SMALL PEBBLES & SHALE INCLUSIONS.

“a

VERY TOUGH TO HARD CLAYEY SILT WITH

SAND GRAINS, OCCASSIONAL PEBBLES, SHALE
INCLUSIONS & SOME SAND LAYERS

0

D16@828-sht-$-13.dgn

3/722/2010
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FILE NAME

USER NAME

OF BORING

UNCONFINED_COMPRESSIVE STRENGTH
TONS PER SQ. FT.

SOIL BORING NO. B-17

/—‘-— GROUND SURFACE (136D
nge

04

LBt cromo sueeace oon

i
b

STIFF GREY SILTY CLAY WITH VERY FINE SAND
LENSES, OCCASSIONAL SMALL PEBBLES & SAND GRAINS.

63
STIFF GREY SILTY CLAY WITH SAND GRAINS.

s SHALE INCLUSIONS & RED CLAY SPORTS.

VERY SOFT GREY SILTY, STASD'DY

CLAY SPQ
OCCASSIONAL PEBBLES, SAND GRAINS,
KETS & SHALE

3

STIFF GREY SILTY CLAY WITH
SAND GRAINS, OCCASSIONAL PEBBLES
& SHALE INCLUSIONS

B TOUGH GREY SILTY CLAY &

CLAYEY SILT WITH SAND
GRAINS & PEBBLES

8ia

PEBBLES, & SHALE SPOTS

618
MIXED MED. YO COARSE
WITH SOME

—END OF BORING

ELEVATION

DEPTH DESCRIPTION

|~ GROUND SURFACE (1361)

& = umﬂ;

EL, 0.3
1,4 w EXISTING GROUND SURFACE (2004)

GO 00

SOFT BLUE SILTY CLAY (CLEAR)

STIFF BLUE SITLY CLAY OCCASIONAL SMALL PEBBLES
¥ VERY TOUGH BLUE-GRAY CLAYEY SILT

3 HARD BLUE-GRAY CLAYEY SILT-TRACE OF SAND

\—1—‘Eﬂl OF BORING

REMARKS:

Y

WL

NUMBER OF BLOWS OF 140* wt. FALLING 30" TO PENETRATE 12
TEST VALUES

REMOLDED STRENGTH VALUES

WATER LEVEL - 24HR PERIOD
SEE SHT. G-3 FOR LOCATIONS

bt

™

UNCONFINED_COMPRESSIVE STRENGTH
TONS PER 50 FT.

SOIL BORING NO. AB-10

SREE R

RESEERS

UNCONFINED COMPRESSIVE STRENGTH
TONS PER SO FT.

SOIL BORING NO. S-12
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